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120V TO TTDM+ |L —

ALARM OUTPUT(S)

TTSIMS WITH ZONE CABLE: USED
FOR POINT DETECTION, SMALL
EQUIPMENT DRAIN PANS, PIPING
RISER PENETRATIONS

TTDM SUB PANEL WITH
LONGLINE CABLE: USED WHEN
LOCAL INDICATION OF LEAK
LOCATION IS REQUIRED

- 1024 EVENT HISTORY, GROUND FAULT LOCATION DISPLAY
- SUPPORTS 32 TTSIM-1
- SUPPORTS UP TO 5000 FT OR 100 ZONES OF SENSOR

RAYCHEM TRACETEK TTDM+ WATER DETECTION MASTER MODULE

- RS485 MODBUS OUTPUT TO SITE COMPUTER

- DEDICATED ALARM CONTACTS (3) FOR LEAK, SERVICE, AND FAULT

- ADJUSTABLE LEAK ALARM AND LOCATION SENSITIVITY, SERVICE ALARM AND LOCATION SENSITIVITY
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VD“ RAYCHEM TRACETEK TT-RRB PROGRAMMABLE 1/O0 MODULE
- COMMUNICATES WITH UP TO 128 TTDM+ AND TTSIM-1 MODULES

- UP TO 24 PROGRAMMABLE RELAYS FOR SPECIFIC CONTROL FUNCTIONS ASSOCIATED WITH
LOCATION AND TYPE OF ALARM (USER SPECIFIED)
- FULL DATALOGGING CAPABILITY OF ALL ELECTRICAL PARAMETERS WITH REMOTE DIAL-IN

\l RAYCHEM TRACETEK TT-IZC ZONE CONNECTOR (TYPICAL)
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/ BELDEN 9155 - 2#20G SHIELDED, 2#18G (TYPICAL)

OVER 4000 FT CONTACT RAYCHEM

RAYCHEM TRACETEK TT3000 MODULAR SENSOR CABLE (TYPICAL)
- INDUSTRIAL GRADE, PLENUM RATED, LOW VOLTAGE, 10 YEAR GUARANTEE
-4 WIRE, FULLY SUPERVISED, SOLID CORE CONSTRUCTION, NON METALLIC, CORROSION FREE SENSORS
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- LOW PROFILE (0.50") CONNECTORS, SENSORS IN 1,5,10,25,50,100,200 FT LENGTHS

120V TO TTDM+
ALARM OUTPUT(S)

TTSIM WITH LONGLINE CABLE:
USED FOR TRACING ROOM
PERIMETERS, PRESSURIZED
PIPING, DRAIN PANS,
FOUNDATION WALLS
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RAYCHEM TRACETEK TTSIM-1 ADDRESSABLE SENSOR INTERFACE MODULE (TYPICAL)

- LED INDICATION FOR LEAK, SERVICE, FAULT, POWER, COMMUNICATION STATUS

- SUPPORTS UP TO 5000 FEET OR 100 ZONES OF SENSOR

- RS485 MODBUS OUTPUT FOR DIRECT CONNECTION TO BMS COMPUTER (IF REQUIRED)




